ORIGINAL WITHOUT M4 TIMER (lines commented out)
loadrt timedelay names=LubePumpOffDelay,LowLubeMsgDelayTrigr,reversespindlepause
# --- SPINDLE-CCW ---

net spindle-ccw hm2_5i24.0.7i84.0.2.output-05

#net spindle-ccw-reversespindlepause hm2_5i24.0.7i84.0.2.output-05

# ---setup spindle control signals---

net spindle-vel-cmd-rps        <=  motion.spindle-speed-out-rps

net spindle-vel-cmd-rps-abs    <=  motion.spindle-speed-out-rps-abs

net spindle-vel-cmd-rpm        <=  motion.spindle-speed-out

net spindle-vel-cmd-rpm-abs    <=  motion.spindle-speed-out-abs

net spindle-enable             <=  motion.spindle-on

net spindle-cw                 <=  motion.spindle-forward

net spindle-ccw               <=  motion.spindle-reverse

net spindle-brake              <=  motion.spindle-brake

net spindle-revs               =>  motion.spindle-revs

net spindle-at-speed           =>  motion.spindle-at-speed

net spindle-vel-fb-rps         =>  motion.spindle-speed-in      

net spindle-index-enable      <=>  motion.spindle-index-enable

#---Spindle Pause on M4 for rigid tap direction reversal---

#addf reversespindlepause

servo-thread

#setp reversespindlepause.on-delay 1.0

#setp reversespindlepause.off-delay 0.1

#net spindle-ccw      
reversespindlepause.in spindle-ccw

#net  spindle-ccw-reversespindlepause reversespindlepause.out spindle-ccw-reversespindlepause

